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Model Approval Number
9500-N95               TC-84A-5411   

9500-N95S             TC-84A-5463                              

9500V-N95             TC-84A-5460                                                     

9500-N95OV          TC-84A-5525                   

9500-N95VOV        TC-84A-6954

The ergonomic design ensures comfortable fit on all facial types 
without any unpleasant odor. 

Providing a protection against particulate with a filteration efficiency
 higher than the standard 95%.

A low resistance level ensures easy breathing and therefore allows 
longer wearing time at an average of 12 hours.

 Adjustable nosepiece to provide a proper fit.

Fully meets NIOSH standard on N95 masks.

9500V-N95 9500-N95OV 9500-N95VOV 

The 9500 Series Particulate Respirators have a shelf life of 3 years.End of shelf life is marked on the product packaging.Before 
initial use, always check that the product is within the stated shelf life (use by date). Product should be stored in clean, dry condi-
tions within the temperature range:-5°C to + 50°C(40°F~113°F) with a maximum relative humidity humidity of <75%. When 
storing or transporting this product use original packaging provided.    

Welding Straps

Nose Foam

Nose Clip

Static Charged Filter

Exhalation Valve

Carbon

Packaging

9500-N95 

20masks/box,12boxes/case

9500-N95S 

20masks/box,12boxes/case 10masks/box,12boxes/case 10masks/box,12boxes/case 10masks/box,12boxes/case

(40°F)

(113°F)

We provide packages with different size

9500 STANDARD COMFORT SERIES 
N95 PARTICULATE RESPIRATOR

Main Feature Certification

Materials


